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CEE series
High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Suitable for frequent use with presence of impact, vibration or risk of crushing.
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THE ADVANTAGES

CEE series
High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

The thickened walls 
and the quality of the 
material protect from 
crushing

CEE series plugs and sockets are made of high 
performance insulating material resistant to accidental 
crushing, typical risks of areas such as mines or building 
sites.  

63A and 125A plugs and sockets have a contact holder 
insert made of thermosetting (GRP) so they are suitable 
even for the most demanding environments.

The Easy Contact system consisting of a multi-lamellar 
crown in silver-plated copper facilitates connection and 
disconnection operations time after time and in the most 
demanding harsh environments. 

All components resist at 850°C in the Glow Wire Test and 
allow to use CEE products in places with major fire hazard 
where the abnormal heat generated by extreme use 
conditions can damage less performing products.
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v

Plugs
with cable gland 
for heavy duty 
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V � 2P+ � 4 477202 1

110V � 3P+ � 4 477212 1

110V � 3P+N+ � 4 477222 1

230V � 2P+ � 6 477302 10

230V � 3P+ � 9 477312 1

230V � 3P+N+ � 9 477322 1

400V � 2P+ � 9 477402 1

400V � 3P+ � 6 477412 10

400V � 3P+N+ � 6 477422 10

32 110V � 2P+ � 4 477205 1

110V � 3P+ � 4 477215 1

110V � 3P+N+ � 4 477225 1

230V � 2P+ � 6 477305 1

230V � 3P+ � 9 477315 1

230V � 3P+N+ � 9 477325 1

400V � 2P+ � 9 477405 1

400V � 3P+ � 6 477415 10

400V � 3P+N+ � 6 477425 1

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Conformity to 
standards

IEC/EN 60309-1
IEC/EN 60309-2

Body
material

Thickened wall 
technopolymer

Protection rating 
(IP as per 

IEC/EN 60529) 
IP44 – IP67

Grip
colour RAL7042

Resistance to
abnormal heat and fire 

(“Glow Wire”as per 
IEC/EN 60695-2-10)

850°C (grip) 
850°C (16A/32A contact 
holder insert) 
960°C (63A/125A contact 
holder insert) 

Self-extinguishing
grade (as per UL94)

V2 (grip) 
V2 (16A/32A contact holder 
insert) 
V0 (63A/125A contact holder 
insert) 

Resistance to impacts 
(IK rating as per 

IEC/EN 62262) 
IK08

Rated
current 16A – 32A – 63A – 125A

Rated
voltage 50V - 690V

Rated
frequency 0-500Hz

Rated insulation
voltage 690V

Storage
temperature -30°C - +70°C

Operating
temperature -25°C - +50°C

Dimensions at page 396

Cable specifications:

Rated
current

(A)

Poles Entry cable
diameters

(mm)

Entry cable
section
(mm2)

16 2P+� 7 - 14

3P+�
8 - 15,5

1 - 4

3P+N+�

32 2P+�

10,5 - 21,53P+� 2,5 - 10

3P+N+�

63 2P+�

16 - 31,53P+� 4 - 16

3P+N+�

125 3P+�
24,5 - 45 6 - 50

3P+N+�

CEE plugs and sockets are particularly indicated for 
mines and building sites thanks to their thick walls.
The rounded contacts with easy insertion allow their 
frequent use even in harsh conditions.

CEE series
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Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V � 2P+ � 4 477207 1

50-60Hz 110V � 3P+ � 4 477217 1

50-60Hz 110V � 3P+N+ � 4 477227 1

50-60Hz 230V � 2P+ � 6 477307 1

50-60Hz 230V � 3P+ � 9 477317 1

50-60Hz 230V � 3P+N+ � 9 477327 1

50-60Hz 400V � 2P+ � 9 477407 1

50-60Hz 400V � 3P+ � 6 477417 1

50-60Hz 400V � 3P+N+ � 6 477427 1

50-60Hz 500V � 3P+ � 7 477517 1

50-60Hz 500V � 3P+N+ � 7 477527 1

50-60Hz 690V � 3P+ � 5 477519 1

50-60Hz 690V � 3P+N+ � 5 477529 1

50-60Hz >50V � 2P+ � 12 477827 1

50-60Hz >50V � 3P+ � 12 477367 1

DC >50÷250V � 2P+ � 3 477677 1

60Hz 440÷460V � 3P+ � 11 477457 1

60Hz 440-460V � 3P+N+ � 11 477537 1

125 50-60Hz 110V � 3P+ � 4 477218 1

50-60Hz 110V � 3P+N+ � 4 477228 1

50-60Hz 230V � 3P+ � 9 477318 1

50-60Hz 230V � 3P+N+ � 9 477328 1

50-60Hz 400V � 3P+ � 6 249538 1

50-60Hz 400V � 3P+N+ � 6 259538 1

50-60Hz 500V � 3P+ � 7 249550 1

50-60Hz 500V � 3P+N+ � 7 259550 1

50-60Hz 690V � 3P+ � 5 477520 1

50-60Hz 690V � 3P+N+ � 5 477530 1

50-60Hz >50V � 3P+ � 12 477368 1

60Hz 440÷460V � 3P+ � 11 477458 1

60Hz 440÷460V � 3P+N+ � 11 477538 1

 For insulation transformer.

Plugs
with cable gland 
for heavy duty 
IP67

Plugs
with cable gland 
for heavy duty 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V � 2P+ � 4 477203 1
50-60Hz 110V � 3P+ � 4 477213 1
50-60Hz 110V � 3P+N+ � 4 477223 1
50-60Hz 230V � 2P+ � 6 477303 10
50-60Hz 230V � 3P+ � 9 477313 1
50-60Hz 230V � 3P+N+ � 9 477323 1
50-60Hz 400V � 2P+ � 9 477403 1
50-60Hz 400V � 3P+ � 6 477413 10
50-60Hz 400V � 3P+N+ � 6 477423 10
50-60Hz 500V � 2P+ � 7 477273 1
50-60Hz 500V � 3P+ � 7 477513 1
50-60Hz 500V � 3P+N+ � 7 477523 1
50-60Hz 690V � 3P+ � 5 477514 1
50-60Hz 690V � 3P+N+ � 5 477524 1
50-60Hz >50V � 2P+ � 12 477823 1
50-60Hz >50V � 3P+ � 12 477833 1

100-300Hz >50V � 2P+ � 10 477763 1
100-300Hz >50V � 3P+ � 10 477773 1
100-300Hz >50V � 3P+N+ � 10 477713 1

>300-500Hz >50V � 2P+ � 2 477783 1
>300-500Hz >50V � 3P+ � 2 477793 1
>300-500Hz >50V � 3P+N+ � 2 477293 1

60Hz 440÷460V � 3P+ � 11 477453 1
60Hz 440-460V � 3P+N+ � 11 477533 1
DC >50÷250V � 2P+ � 3 477673 1
DC >250V � 2P+ � 8 477813 1

32 50-60Hz 110V � 2P+ � 4 477206 1
50-60Hz 110V � 3P+ � 4 477216 1
50-60Hz 110V � 3P+N+ � 4 477226 1
50-60Hz 230V � 2P+ � 6 477306 1
50-60Hz 230V � 3P+ � 9 477316 1
50-60Hz 230V � 3P+N+ � 9 477326 1
50-60Hz 400V � 2P+ � 9 477406 1
50-60Hz 400V � 3P+ � 6 477416 5
50-60Hz 400V � 3P+N+ � 6 477426 5
50-60Hz 500V � 2P+� 7 477556 1
50-60Hz 500V � 3P+ � 7 477516 1
50-60Hz 500V � 3P+N+ � 7 477526 1
50-60Hz 690V � 3P+ � 5 477518 1
50-60Hz 690V � 3P+N+ � 5 477528 1
50-60Hz >50V � 2P+ � 12 477826 1
50-60Hz >50V � 3P+ � 12 477836 1

100-300Hz >50V � 2P+ � 10 477706 1
100-300Hz >50V � 3P+ � 10 477716 1
100-300Hz >50V � 3P+N+ � 10 477276 1

>300-500Hz >50V � 2P+ � 2 477726 1
>300-500Hz >50V � 3P+ � 2 477736 1
>300-500Hz >50V � 3P+N+ � 2 477296 1

60Hz 440÷460V � 3P+ � 11 477456 1
60Hz 440-460V � 3P+N+ � 11 477536 1
DC >50÷250V � 2P+ � 3 477676 1

50/60Hz 380/440V � 3P+ � 3 477486 1
50/60Hz 380-440V � 3P+N+ � 3 477586 1

DC >250V � 2P+ � 8 477816 1

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 396 Technical data at page 34

CEE series
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Wall mounted inlets
90° angled, for heavy duty
50-60Hz IP67

Plugs
90° angled,
with cable gland 
for heavy duty 
50-60Hz IP67

Plugs
90° angled,
with cable gland 
for heavy duty 
50-60Hz IP44

Wall mounted inlets
90° angled, for heavy duty
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V � 2P+ � 4 475202 1

110V � 3P+ � 4 475212 1

110V � 3P+N+ � 4 475222 1

230V � 2P+ � 6 475302 1

230V � 3P+ � 9 475312 1

230V � 3P+N+ � 9 475322 1

400V � 2P+ � 9 475402 1

400V � 3P+ � 6 475412 1

400V � 3P+N+ � 6 475422 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V � 2P+ � 4 476202 1

110V � 3P+ � 4 476212 1

110V � 3P+N+ � 4 476222 1

230V � 2P+ � 6 476302 1

230V � 3P+ � 9 476312 1

230V � 3P+N+ � 9 476322 1

400V � 2P+ � 9 476402 1

400V � 3P+ � 6 476412 1

400V � 3P+N+ � 6 476422 1

32 110V � 2P+ � 4 476205 1

110V � 3P+ � 4 476215 1

110V � 3P+N+ � 4 476225 1

230V � 2P+ � 6 476305 1

230V � 3P+ � 9 476315 1

230V � 3P+N+ � 9 476325 1

400V � 2P+ � 9 476405 1

400V � 3P+ � 6 476415 1

400V � 3P+N+ � 6 476425 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V � 2P+ � 4 476203 1

110V � 3P+ � 4 476213 1

110V � 3P+N+ � 4 476223 1

230V � 2P+ � 6 476303 10

230V � 3P+ � 9 476313 1

230V � 3P+N+ � 9 476323 1

400V � 2P+ � 9 476403 1

400V � 3P+ � 6 476413 1

400V � 3P+N+ � 6 476423 1

32 110V � 2P+ � 4 476206 1

110V � 3P+ � 4 476216 1

110V � 3P+N+ � 4 476226 1

230V � 2P+ � 6 476306 1

230V � 3P+ � 9 476316 1

230V � 3P+N+ � 9 476326 1

400V � 2P+ � 9 476406 1

400V � 3P+ � 6 476416 1

400V � 3P+N+ � 6 476426 1

380/440V � 3P+ � 3 476486 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V � 2P+ � 4 475203 1

110V � 3P+ � 4 475213 1

110V � 3P+N+ � 4 475223 1

230V � 2P+ � 6 475303 1

230V � 3P+ � 9 475313 1

230V � 3P+N+ � 9 475323 1

400V � 2P+ � 9 475403 1

400V � 3P+ � 6 475413 1

400V � 3P+N+ � 6 475423 1

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 396-397 Technical data at page 34

CEE series
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Wall mounted inlets 
90° angled, for heavy duty
50-60Hz IP67

Panel mounted inlets
straight, for heavy duty
IP67

Caps for IEC EN 60309-2 
industrial plugs 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V � 2P+ � 4 476207 1
50-60Hz 110V � 3P+ � 4 476217 1
50-60Hz 110V � 3P+N+ � 4 476227 1
50-60Hz 230V � 2P+ � 6 476307 1
50-60Hz 230V � 3P+ � 9 476317 1
50-60Hz 230V � 3P+N+ � 9 476327 1
50-60Hz 400V � 2P+ � 9 476407 1
50-60Hz 400V � 3P+ � 6 746338 1
50-60Hz 400V � 3P+N+ � 6 756338 1
50-60Hz 500V � 3P+ � 7 476517 1
50-60Hz 500V � 3P+N+ � 7 476527 1
50-60Hz 690V � 3P+ � 5 476519 1
50-60Hz 690V � 3P+N+ � 5 476529 1
50-60Hz >50V � 2P+ � 12 476827 1
50-60Hz >50V � 3P+ � 12 476837 1

60Hz 440÷460V � 3P+ � 11 476457 1
60Hz 440-460V � 3P+N+ � 11 476537 1

125 50-60Hz 110V � 3P+ � 4 476218 1
50-60Hz 110V � 3P+N+ � 4 476228 1
50-60Hz 230V � 3P+ � 9 476318 1
50-60Hz 230V � 3P+N+ � 9 476328 1
50-60Hz 400V � 3P+ � 6 749538 1
50-60Hz 400V � 3P+N+ � 6 759538 1
50-60Hz 500V � 3P+ � 7 749550 1
50-60Hz 500V � 3P+N+ � 7 759550 1
50-60Hz 690V � 3P+ � 5 476520 1
50-60Hz 690V � 3P+N+ � 5 476530 1
50-60Hz >50V � 3P+ � 12 476838 1

60Hz 440÷460V � 3P+ � 11 476458 1
60Hz 440-460V � 3P+N+ � 11 476538 1

For insulation transformer.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V � 3P+ � 6 744338 1

400V � 3P+N+ � 6 754338 1

125 400V � 3P+ � 6 747538 1

400V � 3P+N+ � 6 757538 1

Equipment included: M40 cable glands.
Characteristics: box with blind walls. 
Notes: other inlet configurations available by using technical accessories at page 42.

Rated
current

(A)

Poles Palazzoli
code

Pack 
Q.ty

16A 2P+ � 476903 1

3P+ � 476913 1

3P+N+ � 476923 10

32A 2P+ � / 3P+ � 476905 10

3P+N+ � 476925 10

63A 2P+ � / 3P+ � / 3P+N+ � 476907 1

125A 2P+ � / 3P+ � / 3P+N+ � 476909 1

Characteristics: provides protection rating to IP67 when the plug is not in use.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 397 Technical data at page 34

Technical accessories:

TAIS GRANDE

page 147
ALUPRES

page 153 page 79

Technical accessories:

page 102

CEE series
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Connectors
with cable gland 
for heavy duty 
IP67

Connectors
with cable gland 
for heavy duty 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V � 2P+� 4 473203 1
50-60Hz 110V � 3P+� 4 473213 1
50-60Hz 110V � 3P+N+� 4 473223 1
50-60Hz 230V � 2P+� 6 473303 10
50-60Hz 230V � 3P+� 9 473313 1
50-60Hz 230V � 3P+N+� 9 473323 1
50-60Hz 400V � 2P+� 9 473403 1
50-60Hz 400V � 3P+� 6 473413 10
50-60Hz 400V � 3P+N+� 6 473423 1
50-60Hz 500V � 2P+� 7 473503 1
50-60Hz 500V � 3P+� 7 473513 1
50-60Hz 500V � 3P+N+� 7 473523 1
50-60Hz 690V � 3P+� 5 473514 1
50-60Hz 690V � 3P+N+� 5 473524 1
50-60Hz >50V � 2P+� 12 473823 1
50-60Hz >50V � 3P+� 12 473833 1

100-300Hz >50V � 2P+� 10 473763 1
100-300Hz >50V � 3P+� 10 473773 1
100-300Hz >50V � 3P+N+� 10 473713 1

>300-500Hz >50V � 2P+� 2 473783 1
>300-500Hz >50V � 3P+� 2 473793 1
>300-500Hz >50V � 3P+N+� 2 473723 1

60Hz 440÷460V � 3P+� 11 473463 1
60Hz 440-460V � 3P+N+� 11 473533 1
DC >50÷250V � 2P+� 3 473673 1
DC >250V � 2P+� 8 473813 1

32 50-60Hz 110V � 2P+� 4 473206 1
50-60Hz 110V � 3P+� 4 473216 1
50-60Hz 110V � 3P+N+� 4 473226 1
50-60Hz 230V � 2P+� 6 473306 1
50-60Hz 230V � 3P+� 9 473316 1
50-60Hz 230V � 3P+N+� 9 473326 1
50-60Hz 400V � 2P+� 9 473406 1
50-60Hz 400V � 3P+� 6 473416 5
50-60Hz 400V � 3P+N+� 6 473426 5
50-60Hz 500V � 2P+� 7 473506 1
50-60Hz 500V � 3P+� 7 473516 1
50-60Hz 500V � 3P+N+� 7 473526 1
50-60Hz 690V � 3P+� 5 473518 1
50-60Hz 690V � 3P+N+� 5 473528 1
50-60Hz >50V � 2P+� 12 473826 1
50-60Hz >50V � 3P+� 12 473836 1

100-300Hz >50V � 2P+� 10 473706 1
100-300Hz >50V � 3P+� 10 473716 1
100-300Hz >50V � 3P+N+� 10 473776 1

>300-500Hz >50V � 2P+� 2 473726 1
>300-500Hz >50V � 3P+� 2 473736 1
>300-500Hz >50V � 3P+N+� 2 473796 1

60Hz 440÷460V � 3P+� 11 473466 1
60Hz 440-460V � 3P+N+� 11 473536 5

50/60Hz 380/440V � 3P+� 3 473486 1
50/60Hz 380-440V � 3P+N+� 3 473496 1

DC >250V � 2P+� 8 473816 1

 For insulation transformer.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V � 2P+� 4 473207 1

50-60Hz 110V � 3P+� 4 473217 1

50-60Hz 110V � 3P+N+� 4 473227 1

50-60Hz 230V � 2P+� 6 473307 1

50-60Hz 230V � 3P+� 9 473317 1

50-60Hz 230V � 3P+N+� 9 473327 1

50-60Hz 400V � 2P+� 9 473407 1

50-60Hz 400V � 3P+� 6 346338 1

50-60Hz 400V � 3P+N+� 6 356338 1

50-60Hz 500V � 3P+� 7 346350 1

50-60Hz 500V � 3P+N+� 7 356350 1

50-60Hz 690V � 3P+� 5 473519 1

50-60Hz 690V � 3P+N+� 5 473529 1

50-60Hz >50V � 2P+� 12 473827 1

50-60Hz >50V � 3P+� 12 473837 1

60Hz 440÷460V � 3P+� 11 473467 1

60Hz 440-460V � 3P+N+� 11 473537 1

125 50-60Hz 110V � 3P+� 4 473218 1

50-60Hz 110V � 3P+N+� 4 473228 1

50-60Hz 230V � 3P+� 9 473318 1

50-60Hz 230V � 3P+N+� 9 473328 1

50-60Hz 400V � 3P+� 6 349538 1

50-60Hz 400V � 3P+N+� 6 359538 1

50-60Hz 500V � 3P+� 7 349550 1

50-60Hz 500V � 3P+N+� 7 359550 1

50-60Hz 690V � 3P+� 5 473520 1

50-60Hz 690V � 3P+N+� 5 473530 1

50-60Hz >50V � 3P+� 12 473838 1

60Hz 440÷460V � 3P+� 11 473468 1

60Hz 440÷460V � 3P+N+� 11 473538 1

 For insulation transformer.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 396 Technical data at page 34

CEE series
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EASY CONTACT

Wall mounted sockets 
90° angled, for heavy duty
50-60Hz IP67

Wall mounted sockets 
90° angled, for heavy duty
IP44

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V � 2P+� 4 471262 1

50-60Hz 110V � 3P+� 4 471272 1

50-60Hz 110V � 3P+N+� 4 471222 1

50-60Hz 230V � 2P+� 6 471362 10

50-60Hz 230V � 3P+� 9 471372 1

50-60Hz 230V � 3P+N+� 9 471332 1

50-60Hz 400V � 2P+� 9 471462 1

50-60Hz 400V � 3P+� 6 471472 10

50-60Hz 400V � 3P+N+� 6 471482 5

50-60Hz 500V � 2P+� 7 471552 1

50-60Hz 500V � 3P+� 7 471572 1

50-60Hz 500V � 3P+N+� 7 471562 1

50-60Hz >50V � 2P+� 12 471852 1

50-60Hz >50V � 3P+� 12 471862 1

100-300Hz >50V � 2P+� 10 471762 1

100-300Hz >50V � 3P+� 10 471772 1

100-300Hz >50V � 3P+N+� 10 471712 1

>300-500Hz >50V � 2P+� 2 471782 1

>300-500Hz >50V � 3P+� 2 471792 1

>300-500Hz >50V � 3P+N+� 2 471722 1

60Hz 440÷460V � 3P+� 11 471582 1

60Hz 440-460V � 3P+N+� 11 471592 1

DC >50÷250V � 2P+� 3 471672 1

DC >250V � 2P+� 8 471802 1

32 50-60Hz 110V � 2P+� 4 471266 1

50-60Hz 110V � 3P+� 4 471276 1

50-60Hz 110V � 3P+N+� 4 471286 1

50-60Hz 230V � 2P+� 6 471366 1

50-60Hz 230V � 3P+� 9 471376 1

50-60Hz 230V � 3P+N+� 9 471386 1

50-60Hz 400V � 2P+� 9 471466 1

50-60Hz 400V � 3P+� 6 471476 1

50-60Hz 400V � 3P+N+� 6 471486 1

50-60Hz 500V � 2P+� 7 471555 1

50-60Hz 500V � 3P+� 7 471576 1

50-60Hz 500V � 3P+N+� 7 471566 1

50-60Hz >50V � 2P+� 12 471856 1

50-60Hz >50V � 3P+� 12 471866 1

100-300Hz >50V � 2P+� 10 471766 1

100-300Hz >50V � 3P+� 10 471716 1

100-300Hz >50V � 3P+N+� 10 471776 1

>300-500Hz >50V � 2P+� 2 471786 1

>300-500Hz >50V � 3P+� 2 471736 1

>300-500Hz >50V � 3P+N+� 2 471796 1

60Hz 440÷460V � 3P+� 11 471586 1

60Hz 440-460V � 3P+N+� 11 471596 1

50/60Hz 380/440V � 3P+� 3 471436 1

50/60Hz 380-440V � 3P+N+� 3 471446 1

DC >250V � 2P+� 8 471805 1

 For insulation transformer.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V � 3P+� 6 444338 1

400V � 3P+N+� 6 454338 1

125 400V � 3P+� 6 447538 1

400V � 3P+N+� 6 457538 1

Equipment included: M40 cable glands.
Characteristics: box with blind walls.  
Notes: other socket configurations available by using technical accessories at page 42.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 397-398 Technical data at page 34

Technical accessories:

page 102

The multi-lamellar crown in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

CEE series
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Panel mounted sockets 
straight, for heavy duty
IP67

Panel mounted sockets 
straight, for heavy duty
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V � 2P+� 4 431611 1

110V � 3P+� 4 441611 1

110V � 3P+N+� 4 451611 1

230V � 2P+� 6 431622 10

230V � 3P+� 9 441622 1

230V � 3P+N+� 9 451622 1

400V � 2P+� 9 431638 1

400V � 3P+� 6 441638 1

400V � 3P+N+� 6 451638 1

500V � 3P+� 7 441650 1

32 110V � 2P+� 4 433211 1

110V � 3P+� 4 443211 1

110V � 3P+N+� 4 453211 1

230V � 2P+� 6 433222 1

230V � 3P+� 9 443222 1

230V � 3P+N+� 9 453222 1

400V � 2P+� 9 433238 1

400V � 3P+� 6 443238 1

400V � 3P+N+� 6 453238 1

500V � 3P+� 7 443250 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V � 2P+� 4 436311 1

50-60Hz 110V � 3P+� 4 446311 1

50-60Hz 110V � 3P+N+� 4 456311 1

50-60Hz 230V � 2P+� 6 436322 1

50-60Hz 230V � 3P+� 9 446322 1

50-60Hz 230V � 3P+N+� 9 456322 1

50-60Hz 400V � 2P+� 9 436338 1

50-60Hz 400V � 3P+� 6 446338 1

50-60Hz 400V � 3P+N+� 6 456338 1

50-60Hz 500V � 3P+� 7 446350 1

50-60Hz 500V � 3P+N+� 7 456350 1

50-60Hz 690V � 3P+� 5 476518 1

50-60Hz 690V � 3P+N+� 5 476528 1

50-60Hz >50V � 2P+� 12 436312 1

50-60Hz >50V � 3P+� 12 446312 1

60Hz 440÷460V � 3P+� 11 446344 1

60Hz 440÷460V � 3P+N+� 11 456344 1

125 50-60Hz 110V � 3P+� 4 449311 1

50-60Hz 110V � 3P+N+� 4 459311 1

50-60Hz 230V � 3P+� 9 449322 1

50-60Hz 230V � 3P+N+� 9 459322 1

50-60Hz 400V � 3P+� 6 449538 1

50-60Hz 400V � 3P+N+� 6 459538 1

50-60Hz 500V � 3P+� 7 449550 1

50-60Hz 500V � 3P+N+� 7 459550 1

50-60Hz 690V � 3P+� 5 476521 1

50-60Hz 690V � 3P+N+� 5 476531 1

50-60Hz >50V � 3P+� 12 449312 1

60Hz 440÷460V � 3P+� 11 449344 1

60Hz 440÷460V � 3P+N+� 11 459344 1

 For insulation transformer.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 398 Technical data at page 34

Technical accessories:

TAIS GRANDE

page 147
ALUPRES

page 153 page 79

CEE series
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EASY CONTACT

Panel mounted sockets 
15° angled, for heavy duty
IP67

Panel mounted sockets 
15° angled, for heavy duty
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V � 2P+� 4 471263 1
50-60Hz 110V � 3P+� 4 471273 1
50-60Hz 110V � 3P+N+� 4 471223 1
50-60Hz 230V � 2P+� 6 471363 10
50-60Hz 230V � 3P+� 9 471373 1
50-60Hz 230V � 3P+N+� 9 471333 1
50-60Hz 400V � 2P+� 9 471463 1
50-60Hz 400V � 3P+� 6 471473 1
50-60Hz 400V � 3P+N+� 6 471483 1
50-60Hz 500V � 2P+� 7 471553 1
50-60Hz 500V � 3P+� 7 471573 1
50-60Hz 500V � 3P+N+� 7 471563 1
50-60Hz 690V � 3P+� 5 471515 1
50-60Hz 690V � 3P+N+� 5 471525 1
50-60Hz >50V � 2P+� 12 471853 1
50-60Hz >50V � 3P+� 12 471863 1

100-300Hz >50V � 2P+� 10 471763 1
100-300Hz >50V � 3P+� 10 471773 1
100-300Hz >50V � 3P+N+� 10 471713 1

>300-500Hz >50V � 2P+� 2 471783 1
>300-500Hz >50V � 3P+� 2 471793 1
>300-500Hz >50V � 3P+N+� 2 471723 1

60Hz 440÷460V � 3P+� 11 471583 1
60Hz 440÷460V � 3P+N+� 11 471593 1
DC >50÷250V � 2P+� 3 471673 1
DC >250V � 2P+� 8 471803 1

32 50-60Hz 110V � 2P+� 4 471267 1
50-60Hz 110V � 3P+� 4 471277 1
50-60Hz 110V � 3P+N+� 4 471287 1
50-60Hz 230V � 2P+� 6 471367 1
50-60Hz 230V � 3P+� 9 471377 1
50-60Hz 230V � 3P+N+� 9 471387 1
50-60Hz 400V � 2P+� 9 471467 1
50-60Hz 400V � 3P+� 6 471477 1
50-60Hz 400V � 3P+N+� 6 471487 1
50-60Hz 500V � 2P+� 7 471556 1
50-60Hz 500V � 3P+� 7 471577 1
50-60Hz 500V � 3P+N+� 7 471567 1
50-60Hz 690V � 3P+� 5 471518 1
50-60Hz 690V � 3P+N+� 5 471528 1
50-60Hz >50V � 2P+� 12 471857 1
50-60Hz >50V � 3P+� 12 471867 1

100-300Hz >50V � 2P+� 10 471767 1
100-300Hz >50V � 3P+� 10 471717 1
100-300Hz >50V � 3P+N+� 10 471777 1

>300-500Hz >50V � 2P+� 2 471787 1
>300-500Hz >50V � 3P+� 2 471737 1
>300-500Hz >50V � 3P+N+� 2 471797 1

50/60Hz 380/440V � 3P+� 3 471437 1
50/60Hz 380/440V � 3P+N+� 3 471447 1

60Hz 440÷460V � 3P+� 11 471587 1
60Hz 440÷460V � 3P+N+� 11 471597 1
DC >250V � 2P+� 8 471806 1

 For insulation transformer.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V � 2P+� 4 536311 1

50-60Hz 110V � 3P+� 4 546311 1

50-60Hz 110V � 3P+N+� 4 556311 1

50-60Hz 230V � 2P+� 6 536322 1

50-60Hz 230V � 3P+� 9 546322 1

50-60Hz 230V � 3P+N+� 9 556322 1

50-60Hz 400V � 2P+� 9 536338 1

50-60Hz 400V � 3P+� 6 546338 1

50-60Hz 400V � 3P+N+� 6 556338 1

50-60Hz 500V � 3P+� 7 546350 1

50-60Hz 500V � 3P+N+� 7 556350 1

50-60Hz 690V � 3P+� 5 471519 1

50-60Hz 690V � 3P+N+� 5 471529 1

50-60Hz >50V � 2P+� 12 536312 1

50-60Hz >50V � 3P+� 12 546312 1

60Hz 440÷460V � 3P+� 11 546344 1

60Hz 440÷460V � 3P+N+� 11 556344 1

125 50-60Hz 110V � 3P+� 4 549311 1

50-60Hz 110V � 3P+N+� 4 559311 1

50-60Hz 230V � 3P+� 9 549322 1

50-60Hz 230V � 3P+N+� 9 559322 1

50-60Hz 400V � 3P+� 6 549538 1

50-60Hz 400V � 3P+N+� 6 559538 1

50-60Hz 500V � 3P+� 7 549550 1

50-60Hz 500V � 3P+N+� 7 559550 1

50-60Hz 690V � 3P+� 5 471520 1

50-60Hz 690V � 3P+N+� 5 471531 1

50-60Hz >50V � 3P+� 12 549312 1

60Hz 440÷460V � 3P+� 11 549344 1

60Hz 440÷460V � 3P+N+� 11 559344 1

 For insulation transformer.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 398 Technical data at page 34

The multi-lamellar crown in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

CEE series
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Supports
for 90° angled mounting of 
straight sockets and plugs 
IP67

Back box
for wall mounting of straight  
sockets and inlets supports 
IP67

Back box
for panel mounting of straight  
sockets and inlets supports 
IP67

Supports
for 90° angled mounting of 
straight sockets and plugs 
IP65

Support base 
dimensions 

(mm)

Installable
inlet/sockets

Manufacture
material

Palazzoli
code

Pack 
Q.ty

125x185 63A/125A Thermoplastic 501580 1

Equipment included: stainless steel screws. Adapting flange for 63A inlet and outlets.

Box
dimensions

(mm)

Manufacture
material

Palazzoli
code

Pack 
Q.ty

125x185 Thermosetting (GRP) 471469 1

Equipment included: M40 cable gland.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 399 Technical data at page 34

Technical accessories:

page 102

Technical accessories:

page 40 page 37                                     

Technical accessories:

page 40 page 37                                     

CEE series

Support base 
dimensions 

(mm)

Installable
inlet/sockets

Manufacture
material

Palazzoli
code

Pack 
Q.ty

125x185 63A Thermosetting (GRP) 471479 2

Equipment included: stainless steel screws.

Dimensions 
(mm)

Installable
inlet/sockets

Manufacture
material

Palazzoli
code

Pack 
Q.ty

141x141x153 63A/125A Thermoplastic 575500 1

Equipment included: adapting flange for 63A inlet and outlets.
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